PROPOSED ¢ SMYTHE AVE.

PROPOSED LEGEND:

se NB ()  PORTLAND CEMENT CONCRETE PAVEMENT (JOINTED),
3 10’ AND VARIES § 10’ AND VARIES . 3 SEE TABLE THIS SHEET FOR THICKNESS
THRU LANE THRU LANE .
SMYTHE AVE. FLEXIBLE PAVEMENT (®)  SUB-BASE GRANULAR MATERIAL, TYPE A, 12"
. ; STRUCTURAL DESIGN TRAFFIC: YEAR 2021
s 2.0% 2.0 2% |, (3)  HOT-MIX ASPHALT MEDIAN WITH PAVEMENT COLOR AND
e s o - — == —— = ‘fﬁf—\ — — PV= 3445 SU= 295 MU= 60 TEXTURE (SPECIAL)
B
’ ? 4 ROAD/STREET CLASSIFICATION: CLASSIII (@  COMBINATION CONCRETE CURB AND GUTTER B-6.24
= 50% = 50% = 50%
= @ P s M (5)  COMBINATION CONCRETE CURB AND GUTTER B-6.12
s @) ) @ TRAFFIC FACTOR: ACTUAL TF= 0.56 AC TYPE= 20 ®
PORTLAND CEMENT CONCRETE SHOLLDER, 9.5"
7 SER PLANS TOR LOGATIONS SMYTHE AVENUE PROPOSED_TYPICAL SECTION MINIMUM TF=
> NISH AND PLACE, 47
STA. 41+37.92 TO STA. 42+30.00 PG GRADE: BINDER= PG 64-22 SURFACE= PG 64-22 (D TOPSOIL FURNISH AND PLACE, 4
RUSS STREET PROPOSED TYPICAL SECTION
RECONSTRUCTION SUBGRADE SUPPORT RATING: CORRUGATED MEDIAN
PROPOSED ¢ N 2ND ST./ BANYAN DR. gggi POOR Eglﬁ. 41+37.92 ?8 42+30.00 i @ COMBINATION CONCRETE CURB AND GUTTER B-6.18
B NB COMBINATION CONCRETE CURB AND GUTTER B-6.06
3 I 1T3HR§ LV:EE TISRU&LXSE { 3 @) CONCRETE MEDIAN, TYPE $B-6.06
e N 2ND ST/BAYAN DR. FLEXIBLE PAVEMENT @@ 2" POLYMERIZED HOT-MIX ASPHALT SURFACE COURSE, MIX “E” N0
2.0% 2.0% 25159 44,
o 1 d ¥ STRUCTURAL DESIGN TRAFFIC: YEAR 2021 (@ 10.75" POLYMERIZED HOT-MIX ASPHALT BINDER COURSE, IL-12.0, NTO
PV= 1320 SU= 115 MU= 15
~ 4 \\ BITUMINOUS MATERIAL (PRIME COAT)
~ ROAD/STREET CLASSIFICATION: CLASS 111
7 . . . (@ 475" HOT-MIX ASPHALT BINDER COURSE, IL-19.0, N50
® €2 P= 50 S= 50 M= 50%
® ® TRAFFIC FACTOR: ACTUAL TF= 0.9 AC TYPE= 20 6.5 HOT-MIX ASPHALT BINDER COURSE, IL-19.0, N50
N 2ND ST. PROPOSED TYPICAL SECTION MINIMUM TF= @  *6 TIE BARS (FOR MORE INFO SEE GENERAL NOTES SHEETS)
STA. 51+02.95 TO STA. 64+00.00
BANYAN DR. PROPOSED TYPICAL SECTION PG GRADE: BINDER= PG €4-22 SURFACE= PG 64-22 PORTLAND CEMENT CONCRETE BASE COURSE, 10"
STA. 10400.00 TO STA. 12+1.20 SUBGRADE SUPPORT RATING '
) HOT-MIX ASPHALT SURFACE REMOVAL, 2.25"
SSR=  POOR (N 2ND ST) (STA. 51+02.95 TO 64+00.00 )
PROPOSED ¢ ORLANDO ST. SSR=  POOR (BAYAN RD.) (STA. 10+00.00 TO 124120 ) @  1.5” POLYMERIZED HOT-MIX ASPHALT SURFACE COURSE, MIX “E”, NTO
B NB @)  0.75” POLYMERIZED LEVELING BINDER (MACHINE METHOD), NTO
3.y j«l2_AND VARIES 16’ J2” AND VARIES @ 2" HOT-MIX ASPHALT SURFACE COURSE, MIX “C’ NS0
THRU LANE LT TURN]LANE/ THRU LANE ORLANDO ST/N 2ND FRONTAGE RD. PCC PAVEMENT
) PAINTED IMEDIAN - ' @)  SUB-BASE GRANULAR MATERIAL, TYPE A, 21” (STA. 993+00 TO STA. 1002+50
_2% | 2.0% 204 | 201 2.0% 2% STRUCTURAL DESIGN TRAFFIC: YEAR 2021 AND STA. 1021450 TO STA. 1022+20.19)
- R Rl 3
S _—% F‘ﬁ \\4‘%»‘ PV= 9230 SU= 440 MU= 80
g ~ €%  POLYMERIZED BITUMINOUS MATERIAL (PRIME COAT)
6 YD i / ROAD/STREET CLASSIFICATION: CLASS I
7 l (5  GEOTECHNICAL REINFORCEMENT
24" LONG #6 TIE BARS AT @ P= 50% S= 50% M= 50%
24" C-C INCLUDED IN THE
@ ) COST OF PCC PAVEMENT 0 TRAFFIC FACTOR: ACTUAL TF= 1.03 AC TYPE= N/A
(Tves MINIMUM TF
1 =
' PCC PAVEMENT THICKNESS TABLE
___ORLANDO ST. PROPOSED TYPICAL SECTION PG GRADE: BINDER= SURFACE= YT oSS
STA. 77+50.00 TO STA. 78+91.69 ' )
SUBGRADE SUPPORT RATING: RALSTON RD /IL 173 9.5"
IL 251 9.5"
EXISTING ¢ N. 2ND FRONTAGE RD. SSR= POOR (ORLANDO ST) (STA. 77+50.00 TO 7849169 ) ALPINE RO oo
SSR= POOR (N 2ND FRONTAGE RDMSTA. 311+40.14 TO 313+90.12 ) .
ORLANDO ST/N 2ND FRONTAGE RD 257
s | \B RLAND 8.25
3 12’ AND VARIES 12/ 16’ 12/ 12 AND VARIES
RT TURN LANE | THRU LANE/ LT TURN LANE/ THRU LANE THRU LANE
RT TURN LANE |  PAINTED |MEDIAN
. . R oy
2% 1,5-2.0%" Ls-2.0%% | 1.5-2.0% 1.5-2.04 1L5-2,0%* 1.5-2.0%* L2210
S > S
LA ]
’ i
5 | 1 w |
» SLOPE TRANSITION FROM 1.5% TO 2% CTL)
é) o) é@ FROM STA. 311+40.14 TO STA. 311+56.14
O] ® NOTE:
SEE GENERAL NOTES SHEETS FOR HMA PAVEMENT REQUIREMENTS.
N. 2ND FRONTAGE RD. PROPOSED TYPICAL SECTION
STA. 311+40.14 TO STA. 313+90.12
= = = - A, TOTAL
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